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AMENDMENTS TO THE CLAIMS: 

This listing of claims will replace all prior versions, and listings, of claims in the application: 

Listing of Claims : 

Claim 1 (Currently Amended): A map information display control device, comprising: 
[[a]] an map information acquirer which acquires [[map]] traffic information; 
a display that displays information: 

a display controller that displays the traffic information on the display together with map 
information; and 

a timer that counts an elapsed time from a time at which the traffic information is acquired 
to a current time: wherein 

the traffic information includes congestion-related information comprising: 
a display component that represents a position of a traffic jam; 
a display component that represents a congestion level; and 
a display component that represents a temporal change after receiving the traffic 

information, and 

when the elapsed time exceeds a first predetermined time period, the display controller 
displays the display component that represents the temporal change in a first format different from 
a previous format of the display component that represents the temporal change before the elapsed 
time exceeds the first predetermined time period while keeping a display format of the display 

-2- 



U.S. Patent Application Serial No. 10/594,149 
Response filed October 20, 2010 
Reply to OA dated May 20, 2010 

component that represents the position of the traffic jam and the display component that represents 
the congestion level 

an information acquir e r which acquires a plurality of map component information forming 
the map information, the plurality of map component information respectively repr e senting at l e ast 
one of traffic information relating to a t r affic status or feature information relating to a feature; 

a tim e information acquirer which acquires a time at which the plurality of map component 
information is acqui re d by the information acquirer or generated to be contained in the plurality of 
map component information, the time being set as a start time for each of the p lurality of map 
component information; 

a timer which counts an elapsed time from the start time up to a cur re nt tim e ; and 

a display controller which controls a display unit to display the map information and the 
plurality of ma p component information, compares the counted elapsed time with a predetermined 
time period to d e termin e a deg ree of r eliability of each of the acquired plurality of map component 
information, 

whe r ein a display pattern of the plurality of map component information of which the 
counted elapsed tim e exceeds the predet e rmined tim e period is displayed with higher transparency 
than a display pattern of the plurality of map component information of which the counted elapsed 
time has not exceeded the predetermined time period . 



Claims 2 - 23 (Canceled). 
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Claim 24 (New): The map information display control device according to claim 1 , wherein 
when the elapsed time counted by the timer exceeds a second predetermined time period 
longer than the first predetermined time period, the display controller displays the display component 
that represents the temporal change in a second format different from the first format displayed when 
the elapsed time exceeds the first predetermined time. 

Claim 25 (New): A map information display control method implemented by a map 
information display control device, the method comprising: 
acquiring traffic information; and 

controllably displaying the traffic information on a display together with map information; 
timing an elapsed time from a time at which the traffic information is acquired to a current 
time, wherein 

the traffic information includes congestion-related information comprising: 
a display component that represents a position of a traffic jam; 
a display component that represents a congestion level; and 
a display component that represents a temporal change after receiving the traffic 

information, and 

in the displaying, when the elapsed time exceeds a first predetermined time period, the 
display component that represents the temporal change is displayed in a first format different from 
a previous format of the display component that represents the temporal change before the elapsed 
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time exceeds the first predetermined time period while keeping a display format of the display 
component that represents the position of the traffic jam and the display component that represents 
the congestion level. 

* * * * 
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